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TAKING THE LEAD  
IN THE BATTLE  
AGAINST CONCRETE 
DUST AND SLURRY



Cutting, drilling, grinding and demolishing concrete, brick and other hard construction 
materials creates dust and slurry. And the more productive you are, the more of it you 
create. To protect you and your team from dust exposure, to reduce unnecessary wear 
and tear on your equipment, and to minimise clean-up time, dust and slurry has to be 
removed safely and efficiently.

As one of the world’s leading suppliers of light construction equipment, Husqvarna is perfectly 
positioned to provide the best total solutions for efficient dust and slurry management. 
This is why we are now fully integrating some of the world’s best equipment to handle  
dust and slurry in our total product and service offering, and to distribute it through  
our global network. 

With the high-performance Husqvarna system solutions presented in this brochure,  
you can be sure to handle your dust and slurry in a smarter, safer and more efficient way. 
From source to disposal, whether you do wet or dry jobs. And this is important, because  
at the bottom line, every breath counts.

TAKING THE LEAD 
IN THE BATTLE 
AGAINST CONCRETE 
DUST AND SLURRY



GOVERNMENTAL RULES 
AND REGULATIONS 
Since respirable dust can be a threat to occupational 
health, most countries have implemented rules and 
regulations for permittable exposure limits. These 
regulations vary from country to country. Consult  
your local authorities for more information.

Example: In the US, the Permittable Exposure Level (PEL) for 
Respirable Crystalline Silica (RCS) is 0.000025 g/m³ air as an 
8-hour Time-Weighted Average (TWA). In the EU, the Exposure
Limit Value for Respirable Crystalline Silica is 0.0001 g/m³ air
as an 8-hour Time-Weighted Average.

The respirable dust particles of crystalline  
silica are so small (0.1–5.0 µm) that equipment 
with a HEPA H13 filter is required.

HANDLING THE SMALLEST 
DUST PARTICLES IS THE 
BIGGEST CHALLENGE
Dust particles hovering in the air at construction  
sites contain a number of different substances.  
Some of these can be harmful or irritating if inhaled, 
such as asbestos fibres, crystalline silica, mould, 
soot, PCBs and certain microbes. Dust from cutting, 
drilling and grinding concrete, brick and similar 
building materials contains crystalline silica, 
which can be hazardous when very small 
(respirable) particles are inhaled. These 
respirable particles can penetrate deep  
into the lungs and may cause serious injuries. 

They are so small that they might hover in the air for 
hours, invisible to the naked eye. This is why 

it’s important to always use work methods 
that catch dust at the source and prevent 

it from becoming airborne. Using high-
quality professional dust control 
equipment, and personal protective 
equipment that can catch even the 
smallest silica particles are some  

of the best ways to handle dust.
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One of the best ways to control dust is by using water.  
If possible, use enough water while wet cutting/drilling 
to bind the dust directly at the source. To keep the 
workplace clean, a slurry collector can be attached  
to a slurry vac. 

If using water is not an option on the site, the cutting/
drilling/grinding equipment should be used with an 
integrated dust collection device or tight-fitting dust shroud 
that captures dust directly at the source. This device should 
be connected to a dust extractor with the appropriate 
airflow and capacity for the application, and be equipped 
with HEPA H13 filters. 

When cleaning the floor of the work area, use a scraper 
instead of a broom. And when vacuum cleaning, always 
use a dust extractor equipped with HEPA H13 filters.  
NOTE: Standard/household vacuum cleaners are not able 
to catch respirable dust particles and should not be used 
for this purpose.

As a complement, using one or more portable air cleaners/
scrubbers, equipped with efficient HEPA H13 filters, is an 
easy way to further reduce the level of respirable dust in 
the air, providing additional protection for all workers in the 
surrounding areas. For sufficient protection from intense or 
long-term dust exposure, the operator should also wear  
an  air-purifying respirator.

Wet cutting/drilling binds the dust with water directly at the source. The slurry collector connected to a slurry vac keeps 
the workplace clean.

Dry cutting/drilling with an integrated dust collection device captures dust directly at the source. A dust extractor with the appropriate 
airflow and capacity for the application, equipped with HEPA H13 filters, takes care of the dust. The surrounding air is filtered through 
one or more portable air cleaners equipped with HEPA H13 filter at least 6 to 10 times per hour.

RECOMMENDED WORK METHODS FOR  
SAFER AND MORE EFFICIENT DUST CONTROL
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COMPLETE  
SYSTEMS INCLUDING 
BEST-IN-CLASS  
DUST AND SLURRY 
MANAGEMENT
RANGE OVERVIEW 
– DUST AND SLURRY EQUIPMENT
Husqvarna’s range of equipment for dust and slurry management covers  
all the requirements and applications of the construction industry – from 
the compact 1-phase dust extractors and efficient slurry vacuums to the 
big, powerful 3-phase dust extractors for heavy-duty jobs. The easily 
portable air cleaners equipped with HEPA H13 filters complete the setup  
for maximum workplace safety.
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With Husqvarna you get access to guidance, knowledge  
and a broad range of powerful equipment and diamond tools 
for almost any type of job, all available in one place. You get 
a choice of systems designed around you, to help you work 
smarter and finish any job as quickly, efficiently and profitably 
as possible. 

Our complete offering also includes a fully integrated range  
of highly efficient equipment for dust and slurry management, 
enabling you to comply with most rules and regulations 
without compromising your productivity.

By combining our industry expertise in concrete cutting, 
drilling and grinding with the foremost technology in dust 
and slurry management, Husqvarna has a unique ability  
to provide you with easy-to-use solutions that deliver 
continuous high efficiency over a long time span. Handling  
dust and slurry more efficiently means a better way  
of working. 
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WHAT IS A HEPA H13 FILTER?
HEPA is an acronym for High Efficiency Particulate Air filters. The strict HEPA standard (EN 1822-1) is divided into different 
levels (E10 to H14) depending on filtration efficiency. Husqvarna applies level H13, which is designed to separate up to 
99.95% of the particles between 0.15 and 0.30 µm in size. This particle size is the hardest to separate – both larger  
and smaller particles are easier to capture in a filter. In addition, Husqvarna tests each filter individually before delivery 
to approve that the filter really fulfils the HEPA H13 standard.

WHAT IS AN H-CLASSIFIED DUST EXTRACTOR?
The international standard for testing wet and dry extractors, dust extractors  
(IEC-60335-2-69, EN-60335-2-69), is classified into three categories – L for low,  
M for medium and H for high – where the H category is the most stringent, not to be 
confused with the “H” in HEPA H13. Husqvarna S 13, S 26 and T 7500 are H-classified.



POWERFUL TURBINE MOTOR

Super quiet commercial-grade motor providing 
airflow from 600 m³/h and up. Efficient cooling 
ensures extremely long service life.

LARGE INLET WITH 
INTEGRATED GATE VALVE

Allows easy temporary shut-off  
and prevents dust leakage during 
transport.

EASY-TO-READ AIRFLOW 
MONITORING

Alerts the operator when the filter 
needs servicing.

EASY AND EFFICIENT FILTER CLEANING

The Jet Pulse filter cleaning system ensures high 
continuous airflow due to easy and efficient cleaning  
of the main filter without opening the machine.

RELIEF VALVE PROTECTING THE MOTOR

Protects the turbine motor from overheating in  
the event of a blocked hose or clogged filter.

THREE SEPARATE FILTERING STAGES 

Stage 1: Cyclone chamber removing the heaviest 
dust fractions. 

Stage 2: Large, washable sock-style main filter 
provides long, uninterrupted service. Can be cleaned 
efficiently from outside the tank with the Jet Pulse 
filter cleaning system. 

Stage 3: Individually tested and certified HEPA H13 
micro filters catching 99.99% of the remaining silica 
dust in the respirable fraction (0.3 µm).

CLEAN AND SIMPLE BAG CHANGE

The Longopac® bag hose system ensures simple 
changes of the bag without any dust spills.

EXCELLENT STABILITY AND MOBILITY

The slim design, solid non-marking tires, swivel 
casters and hitch for attaching a separator allows 
for excellent mobility and stability.
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THE PERFECT MATCH FOR 
HEAVY-DUTY DRY JOBS
The Husqvarna T-Line is developed for large-scale projects that demand substantial dust extraction.  
The machines can deal with materials that are difficult to handle, such as grinding dust and demolition 
materials in a wide variety of applications. The powerful motors deliver airflow efficiently for all types  
of floor grinding machines as well as for local or central vacuum systems in construction work. 

The heavy-duty filter system collects the dust in three separate stages, from the heaviest to the finest 
dust particles, providing a large collecting capacity and long filter life. Individually tested and certified 
HEPA H13 filters required for respirable silica dust are fitted as standard. The Longopac® bag hose 
system ensures simple and safe dust bag changes.

HUSQVARNA T-LINE | 3-PHASE HEPA H13 DUST EXTRACTORS 

T 10000 T 7500 DC 6000

Power kW 11 5,5 5.75
Voltage, V 400 400 380–480
Current, A 19.1 9.8 16
Power supply 3-phase 3-phase 3-phase
Airflow m³/h 900 600 700
Vacuum, kPa 30 28
Weight, kg 336 206 305
Number of HEPA filters* 3 2 1
Classification — H —

Recommended for PG 820 RC, PG 820,  
PG 680 RC, PG 680,  
PG 530

PG 820 RC, PG 820,  
PG 680 RC, PG 680,  
PG 530

PG 820 RC, PG 820, 
PG 680, PG 680 RC,  
PG 530

*NOTE: Every single HEPA H13 filter is individually tested and certified at filtration rate 99.99% at 0.3 microns.

C 5500 C 3000

Volume, dm² 100 37
Weight, kg 46 22
Recommended for T 10000, 

T 7500
S 36, S 26
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THE INDUSTRY BENCHMARK 
FOR WET JOBS
The Husqvarna W-Line of slurry vacs is designed for the toughest jobs a slurry vacuum cleaner can handle. 
Where most wet/combi vacs can only handle water, the W-Line can manage liquids such as concrete slurry, 
oils and machining coolants. The renowned quality, durability, efficiency and long, trouble-free service life 
has earned the W-Line the status of a modern classic.

By using high-quality stainless steel components, a unique combination of a 3-stage filter system and a 
large-volume slurry float together with well-considered pump solutions, the W-Line delivers uninterrupted, 
high-capacity slurry evacuation all day long. W-Line can also handle occasional collecting of dry dust  
and can be equipped with an optional HEPA H13 filter.

HUSQVARNA W-LINE | HIGH PERFORMANCE SLURRY VACUUMS
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THE INDUSTRY BENCHMARK 
FOR WET JOBS

W 70 P

Power kW (max) 1.2
Voltage, V 110
Current, A (max) 10
Power supply 1-phase
Airflow, m³/h 200
Vacuum kPa 22
Pump kW (max) 0.65
Pump discharge, dm³/min 260
Weight, kg 45
Recommended for: Wall and wire saws, floor saws, core drill motors,  
power cutters, masonry and tile saws

EXTREME PUMPING PRESSURE

The powerful evacuation pump is capable 
of pumping the slurry 10 metres vertically 
or 200 metres horizontally.

HEAVY-DUTY DESIGN

Stainless steel container, crush-proof hose, cast aluminium 
swivel hose lock, galvanized steel dolly and steel clamps  
for tight air seal are details allowing for a long service life.

NO SLURRY SPILLS

The slurry outlet is located in a high 
position, allowing you to collect ~ 70 litres 
of slurry before you need to empty the 
container.

RELIABLE OVERFILL SHUT-OFF 

The patented filter/float system provides 
maximum airflow and reliable wet shut-off 
in case of overfill.

LONG-LIFE HEAVY-DUTY MOTORS

The vac motor and the pump motor operate independent of each 
other. Both are designed to run continuously during the workday, 
protected from over-heating for longer service life.

OPTIMAL AIRFLOW/
VACUUM RATIO

Two-stage turbine vac motor 
allows for optimal ratio between 
airflow and vacuum for slurry 
applications.

INTEGRAL STAINLESS 
STEEL STRAINER

Screens gravel from the slurry 
to protect the pump impeller.
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THREE SEPARATE FILTERING STAGES 

Stage 1: Cyclone chamber removing the heaviest dust fractions. 

Stage 2: Large, washable conical main filter featuring the 
encapsulated Jet Pulse filter cleaning system. 

Stage 3: Individually tested and certified HEPA H13 micro filters 
catching 99.99% of the remaining silica dust in the respirable 
fraction (0.3 µm).

CLEAN AND SIMPLE BAG CHANGE

The Longopac® bag hose system ensures simple 
changes of the bag without any dust spills.

EASY AND EFFICIENT 
FILTER CLEANING

The Jet Pulse filter cleaning system ensures 
high continuous airflow thanks to easy and 
efficient cleaning of the conical main filter 
without opening the machine.

EASY-TO-READ AIRFLOW 
MONITORING

Alerts the operator when the filter 
needs servicing.

EXCELLENT STABILITY AND MOBILITY

The slim design, low centre of gravity, solid  
non-marking tires and swivel casters allow for 
excellent stability and mobility.

SAFER AND EASIER  
HEPA H13 FILTER CHANGES

The finest dust is trapped inside the HEPA  
H13 filter which can be capped off before 
removing, minimizing the risk of exposure  
to the operator.

POWERFUL TURBINE MOTOR

Super quiet, bottom-mounted commercial-
grade motors. Efficient cooling ensures 
extremely long service life.

DURABLE DESIGN

Corrosion-resistant steel clamps, welded 
frame with dust bag platform and durable 
steel handle make the S-Line ready to 
serve for many years.
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UNINTERRUPTED EFFICIENCY 
IN ALL DRY JOBS
The Husqvarna S-Line consists of professional dust extractors designed to meet strict demands. 
These compact, lightweight machines are equipped with one, two or three powerful single-phase 
electric motors with separate cooling, capable of running continuously all workday. This makes 
them suitable for all construction, abatement and restoration jobs, as well as electric power tools. 

The Jet Pulse cleaning of the conical main filter ensures that the dust is continuously collected 
through the full work day. The Longopac® collecting bag enables the machine to be emptied 
quickly and easily. All of the machines have been designed specifically for HEPA H13 filters which 
are individually tested and certified. This results in superior and safer dust collection, even  
with fine sanding and gypsum dust.

HUSQVARNA S-LINE | SINGLE-PHASE HEPA H13 DUST EXTRACTORS

S 26 110 V S 13 110 V

Power kW (max) 2.4 1.2
Voltage, V 110 110
Current, A (max) 20 10
Power supply 1-phase 1-phase
Airflow, m³/h 400 200
Vacuum, kPa 22 22
Weight, kg 47 29
Number of HEPA filters* 2 1
Classification H H

Recommended for PG 280, PG 450, Core drill 
motors, Power cutters, 
Handheld power tools

Core drill motors, Power 
cutters, Handheld power tools

*NOTE: Every single HEPA H13 filter is individually tested and certified at filtration rate 99.99% at 0.3 microns.
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THE IDEAL COMPLEMENT TO 
YOUR AIR QUALITY SYSTEM
The Husqvarna A-Line includes some of the most advanced and versatile portable air cleaners available  
on the market. They are tested and certified for use as both Air Cleaners and Negative Air Machines, making 
them the ideal complement to your dust and slurry management equipment, as well as in other applications 
where good air quality is essential. The Husqvarna A-Line provides added workplace safety, and aids in  
legal compliance. The compact design makes the units easy to move and transport.

Due to the efficient filter system and a design that is perfectly matched to operation with HEPA H13 filters, 
these air cleaners provide superior air quality – no matter if you’re dealing with concrete dust, fine sanding 
dust or gypsum dust. For health and safety reasons, the number of air cleaners should be calculated so  
that the entire air volume on the worksite is filtered at least 6 to 10 times per hour.

HUSQVARNA A-LINE | PORTABLE AIR CLEANERS

WARNING LIGHTS AND SOUND

The yellow light warns of a clogged filter, 
the red light warns of filter leaks.

READY FOR DUCTING

Discharge manifold for the circular air exhaust 
is available as option.

TWO-STAGE AIR FILTRATION

A pre-filter made of pleated polyester catches the larger 
dust fractions before the air enters the individually tested 
HEPA H13 filter, ensuring 99.99% efficiency at 0.3 µm.

QUIET AND EFFICIENT OPERATION

The powerful, super-quiet two-speed motor is 
capable of delivering thousands of cubic metres 
of clean air every hour, all workday long.

DURABLE DESIGN

Lightweight cabinet with sturdy aluminium 
frame and metal locking casters. A metal 
mesh protects the filter area.

EXCELLENT MOBILITY

The low weight, compact design, lockable 
swivel wheels and transport handles allow 
for smooth transportation.
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A 2000 A 1000

Power, kW 0.585 0.385
Voltage, V 110 110
Current, A 4.9 3.2
Power supply 1-phase 1-phase
Airflow, m³/h 1000/2000 500/1000
Weight, kg 38 20
Dimensons, mm 724×424×810 465×385×466
Hepa-filter, m² 10.5 3.5
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SYSTEMS GUIDE
DRY APPLICATIONS

T 10000 T 7500 DC 6000 C 5500 C 3000 S 26 S 13 A 2000 A 1000

FLOOR GRINDING, SCARIFYING AND POLISHING
PG 820/PG 820 RC     +

PG 680/PG 680 RC     +

PG 530     +

PG 450  +

PG 400    +

PG 280  +

CG 200  +

DRY CORE DRILLING
DM 340

DM 280 Dust bug 

DM 230 DEA /Dust bug 

DM 220 Dust bug 

DRY POWER CUTTING
K 3000 Vac attachment 

OTHER APPLICATIONS
115-125 mm angle grinder Dust hood 

150-230 mm angle grinder Dust hood 

100-125 mm hand grinder Dust shroud 

150-180 mm hand grinder Dust shroud 

Drills Dust boot 

Hammers Dust boot 

 Attached to machine + Part of solution

Dust bug for DM 340 
and DM 280

Dust bug for DM 230 
and DM 220

Dust extraction 
adapter

Dust hood for 150 -230 mm 
angle grinder

Dust shroud for 115 -125 mm 
angle grinder

Dust shroud for 150 -230 mm 
angle grinder

Dust boot

Dust hood for 115 -125 mm 
angle grinder

Pressurised  
water tank
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WET APPLICATIONS

T 10000 T 7500 DC 6000 C 5500 C 3000 S 26 S 13 A 2000 A 1000

FLOOR GRINDING, SCARIFYING AND POLISHING
PG 820/PG 820 RC     +

PG 680/PG 680 RC     +

PG 530     +

PG 450   +

PG 400    +

PG 280   +

CG 200  +

DRY CORE DRILLING
DM 340

DM 280 Dust bug 

DM 230 DEA /Dust bug 

DM 220 Dust bug 

DRY POWER CUTTING
K 3000 Vac attachment 

OTHER APPLICATIONS
115-125 mm angle grinder Dust hood 

150-230 mm angle grinder Dust hood 

100-125 mm hand grinder Dust shroud 

150-180 mm hand grinder Dust shroud 

Drills Dust boot 

Hammers Dust boot 

 Attached to machine + Part of solution

W 70 P WATER SUPPLY

WALL SAWING
WS 482 HF Slurry collector 

WS 440 HF Slurry collector 

WS 220 Slurry collector 

WIRE SAWING
CS 2512 +

CS 10 +

FLOOR SAWING
FS 7000 D/DL  +  Water pump kit

FS 5000 D +  Water pump kit

FS 4800 D +  Water pump kit

FS 3500 G +  Water pump kit

FS 500 series +  Water tank kit

FS 400 series +  Water tank kit

FS 300 series  +  Water tank kit

WET CORE DRILLING
DM 650 Slurry collector 

DM 340 Slurry collector 

DM 280 Slurry collector 

DM 230 Slurry collector   WT 15 / PWT

DM 220 Slurry collector   WT 15 / PWT

WET POWER CUTTING

K 760 +
  WT 15 / PWT / 

KV 7

K 970 +
  WT 15 / PWT/ 

KV 9 /12

K 1270 +
  WT 15 / PWT/ 

KV 9/12

K 3000 +  WT 15 / PWT

K 6500 +  WT 15 / PWT

WET TILE AND MASONRY SAWING
TS 400 F +

TS 350 E +

TS 300 E +

TS 100 R +

TS 73 R +

TS 66 R +

TS 60 +

Slurry collector  
for wall sawing

Husqvarna WT 15

Husqvarna  
KV 9 /12

K 3000 Vac attachment Husqvarna KV 7Slurry collector for  
wet core drilling
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HUSQVARNA EXPERTS 
AT YOUR SERVICE
All Husqvarna dust and slurry equipment should be easy to use, but also easy to buy, own, 
service and repair – that’s the main idea behind our service concept. At our customer and 
service centres you’ll find dedicated, highly skilled staff – experts on Husqvarna equipment.

Our Husqvarna-trained service technicians follow the correct service procedures and 
always use the individually tested Husqvarna original HEPA H13 filters for replacement. 
This is important to maintain the H-classified performance, safety and efficiency of your 
equipment through its entire service life. 

Fast and correct service and repairs are essential for professional users. To make the 
service process smooth and seamless, all authorised Husqvarna service and parts staff 
have access to an online Service Tool, which supports all service and repair functions, 
enabling shorter lead times and higher service quality.
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